
OZONE GENERATOR 
 
 
 

Safety tips: 
 
 

- During ozone treatment people and animals are not allowed to stay 
but if this is necessary the residence time should be shortened to a 
minimum and protective clothing and masks with charcoal must be 
used. 

 

 

- Do not use ozone in the environment of flammable gases or 
explosives. 

 

 

- During ozone treatment it is prohibited to smoking, working with open 
fire, work with tools that cause flame or spark, working with with oil 
and grease, or leaving objects soiled with oil or grease. 

 

 

- Ozone treatment should not be performed by people with impaired 
sense of smell. 

 

 

- Prior to entry into room being ozone must be placed clearly visible 
inscription plate that says: NO ENTRY - DISINFECTION. 

 

 

- After the ozone treatment procedure, the room should be ventilated 
for a period of 15 to 30 minutes or do not come to it sooner than after 
2 hours of completion of decontamination. 

 

 

- You should never produce more ozone than is needed for the 
application. 

 

 

- Unit operator is responsible for its use and behavior precautions. 
 

 

- Short-term breathing of ozone in high concentrations and prolonged 
breathing of ozone at lower concentrations may cause negative 
physiological effects. Do not breathe ozone directly from the ozone 
generator. 



 
 

Ozone Usage – Shutting off the Generator 
 
 

When your treatment is done, or when you need to turn off and/or move the ozone 

generator, it is best to use a multi-step approach. 
 
 
1. Hold your breath, enter the area, and shut off the machine. 

 
 
2. Wait 30-45 minutes for the ozone to break down. 

 
 
3. Help the area air out by opening doors and windows and turning fans on. (If the 
fans and forced air system fan were used for the time of the treatment, they can be 
left on for the airing out process as well) 

 

Ozone Treatment Guide 

 

To maximize the Ozone treatment results remove or clean the odor 
causing sources. 

 For best results, Ozone treatment area must be air tight as possible, cover the 
cracks with tape. 

 Surface must be completely dry and humidity level less than 70%(best 40-60%) 
 Pre Ozone treat the area before cleaning or shampooing, then follow up with 

Ozone shock treatment. (make sure surface is dry) 
 Remove or cover(plastic bag) the sensitive plants and instruments Ozone shock 

treatment area. 
 Ozone is 50% heavier than air therefore, use light fanning action to direct the 

Ozone towards the problem area. 
 Multiple Ozone treatment provides the best results for heavy Odor/VOC and 

mildew contamination. 
 After Ozone treatment, remove the oxidized Ozone particles with vacuum cleaner 

or blow the surface with strong air/fanning. 
 You will have light Ozone smell for few days.  
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